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April 4, 2014 

Mr. John L. West 
Plant Manager 
Georgia-Pacific Wood Products LLC - Emporia Plywood 
634 Davis St. 
Emporia, VA 23847 

Location: Greensville County 
Registration No: 50283 

AFSIDNo: 51-081-0020 

Dear Mr. West: 

Attached is a permit to operate your plywood manufacturing facility pursuant to 9 VAC 5 
Chapter 80 of the Virginia Regulations for the Control and Abatement of Air Pollution. This 
permit incorporates provisions from the permit dated September 18, 2013. 

The permit contains legally enforceable conditions. Failure to comply may result in a 
Notice of Violation and civil penalty. Please read all permit conditions carefully. 

In evaluating the application and arriving at a final decision to issue this permit, the 
Department deemed the application complete on October 22, 2013 and solicited written public 
comments by placing a newspaper advertisement in the Independent Messenger newspaper on 
February 16, 2014. The thirty day comment period (provided for in 9 VAC 5-80-270) expired on 
March 18, 2014 with no comments having been received in this office. 

This approval to operate does not relieve Georgia Pacific Wood Products LLC of the 
responsibility to comply with all other local, state, and federal permit regulations. 

Issuance of this permit is a case decision. The Regulations, at 9 VAC 5-170-200, provide 
that you may request a formal hearing from this case decision by filing a petition with the Board 
within 30 days after this permit is mailed or delivered to you. Please consult that and other 
relevant provisions for additional requirements for such requests. 
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Additionally,as provided hy Rule 2A:2 ofthe Supreme Court ofVirginia, you have 30 
daysfrom the date you actually received this permit or the date on which it was mailed to you, 
whichever occurred first, within which to initiate an appeal to court hyfilingaNotice of Appeal 
with: 

Davids. Paylor,Director 
Department ofEnvironmental duality 
P.O.8oxll05 
Richmond, Virginia 23218-1105 

In the event that you receive this permit hy mail, three days are added to the period in 
which to file an appeal. Please refertoPartTwoAofthe Rules of the Supreme Court of̂  
Virginiafor additional information including filing dates and the required content of the ^ot^ 
ofAppeal. 

tfyou have any questions concerning this permit, please call Alison Sinclair at (804) 527-
5155 

Sincerely, 

Deputy Regional Director 

Attachment: Permit 

cc: Air Inspector, DEQ Air Compliance 
Chief, Permits and Technical Assessment Branch (3API 1), U.S. EPA, Region III 



COMMONWEALTH of W^GTTVM 
DEPARTMENT OF ENVIRONMENTAL QUALITY 

P I E D M O N T R E G I O N A L OFFICE 
Molly Joseph Ward 4949A Cox Road, Glen Al len, Virginia 23060 David K. Paylor 

Secretary of Natural Resources (804) 527-5020 Fax (804) 527-5106 Director 

WWW.deq.virginia.gov ' Michael P. Murphy 
Regional Director 

Federal Operating Permit 
Article 1 

This permit is based upon the requirements of Title V of the Federal Clean Air Act and Chapter 80, 
Article 1 ofthe Commonwealth of Virginia Regulations for the Control and Abatement of Air Pollution. 
Until such time as this permit is reopened and revised, modified, revoked, terminated or expires, the 
permittee is authorized to operate in accordance with the terms and conditions contained herein. This 
permit is issued under the authority of Title 10.1, Chapter 13, §10.1-1322 ofthe Air Pollution Control Law 
of Virginia. This permit is issued consistent with the Administrative Process Act, and 9 VAC 5-80-50 
through 9 VAC 5-80-300, of the State Air Pollution Control Board Regulations for the Control and 
Abatement of Air Pollution ofthe Commonwealth of Virginia. 

Authorization to operate a Stationary Source of Air Pollution as described in this permit is hereby granted to 

Permittee Name: Georgia-Pacific Wood Products LLC 
Facility Name: Georgia-Pacific Wood Products LLC - Emporia Plywood 
Facility Location: 634 Davis Street 

Emporia, Virginia 23847 

Registration Number: 50283 
Permit Number: PRO50283 

This permit includes the following programs: 
Federally Enforceable Requirements - Clean Air Act (Pages 1 through 33) 
State Only Enforceable Requirements (Page 34) 

July 1. 2014 
Effective Date 

June 30, 2019 
Expiration Date 

^W in te r , P.E. 
uty Regional Director 

OH A9.rt.vu. %0 l L ' | 
Signature Date 

Table of Contents, 1 page 
Permit Conditions, 34 pages 
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P a o ^ Y ^ f o ^ a t i o n 

Permittee 
Georgia-Pacific Wood Products LLC-Emporia Plywood 
6 3 4 Oav iS S t r e e t 

Emporia, Virginia 23847 

Responsible Gfficial 
^ohnLWest 
Riant manager 

Facility 
Georgia-PacificWood Products LLC-Emporia Plywood 
634 Oavis Street 
Emporia, Virginia 23847 

Contact Rerson 
Brandon Grissom 
Facility Environmental Leader 
(434)6345123 

Co^ty-Plaot ldeot^oa^ 

Facility Oe80^ptioo:NAICS3212t2-Softwood Plywood manufacturing 
SIC 2436-Softwood Plywood Ivlanufacturing 

The facility manufactures 3 ^ softwood plywood. The facility^ process starts where log5 are 
received in the log yard The logs are cut to si^e, debarked and then soaked to loosen fibers tor 
peeling in the lathes The green veneer is then sorted, clipped, and dried in one of the three 
direct-fired veneer dryers. The veneer dryers are indirectly heated using steam generated by 
the boiler The dryer lowers the moisture content of the veneers to 12^ by weight. The 
moisture removed from the veneers containsasignificant amount ofVGCs. Any residuals from 
the veneer cutting process are chipped for use in the steam boiler orfor shipment off-site. 

The dried veneer panels are glued and pressed in one of the three plywood presses. In addition 
togreenveneerdriedon-site,thefacilityalsopurchasesdriedveneerfromoutsidesourcesto 
increase their production rate. The plywood boards are then cooled and transported to the 
plywood trim panel saw to trim the edges. Sawdust generated from this process is collected in 
avacuum system located above each saw, and transported to the Central Dry Waste System, 
Finished packs of panels are stenciled with the Georgia-Pacific logo and shipped off-site via 
truck or rail. 

The facility isaTitleVma^or source of Plv1,Plvl10,Piyi2.5,NGx, and CG emissions and is alsoa 
PSO-si^edma^or source due to the permitted emissions limits from its wood-fired boilers and 
dryers. It is located in an attainment area for all pollutants. 

The facility is subi^ectto40CFR 63 IvlACT Subpart OOOOO, National Emission Standards for 
rla^ardous Air Pollutants for rvla^or Sources: Industrial, Commercial, and Institutional Boilers and 
Process rleaters^ and 40 CFR 63 IvIACT Subpart 0000 , National Emission Standards for 
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Fia^ardous Air Poiiutants^Piywood and Composite Wood Products. The taoiiity is in compliance 
with ivlACT Subpart 0000^ and the facility is required to comply with the regui^^ 
ODOOO when those requirements are finalised. 

The facility^ two existing NSR permits were combined into one NSR permit issued on 
Septembers, 20t3. 
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ĉ l 
Q3 
73 % 

o a 
ro 

73 
O 
O 
So 

< 
CD 
3 
CD 
CD 

o 
p 

CD 

0) 

OJ 
3 
C L , 

H 
OJ 

CD 

if 
o 
CD 

go 
ro 
o 

CO 

O 
05 

O D 
CD 00 
ro 

o 
c 
CO 

m m 
TJ TJ 
ro -»• 

O 

0) 
3 

</> 
? 
CO *< 
w 
(D 

U l 
O 

O 
3 </) 

"clef 
o 2. 
3 3 
CD CQ 

CO 
3 
CL 

n 
CD 
CL 
CD 

o o 
ro ->• 

T) T i 

CD 
3 
CL 

m m 
" 0 TJ 
CO CO 
cr OJ 

o 
CQ 
D 
CD 
CT 
0} 

CD 

OJ 
3 
CL 

00 

- J 

o 
3 
w 

O 

C 

ro 
&> 
3 
Q. 

cr> 
(D 
CD 
3 

m 
3 
Q. ~o o 

3 £ 

^ 1 
& CO 
o cu 
3 g 
> !?. 
m 
OJ H 

=r 
CD 
O 

CO 

00 
-vl 

w 
3= 

CO 
CO 

CD o 

CD 
CL 

CO 
O 
7T 
CD 

CO 
O 

$ 

CD O ^ 

? W S 
' o S 

IT co 

O =r 
CL -> 

J l 
i l l 

o 
o 

cr ^ 
c r o_ 
CD _ 

ro 

CD 
V) 
CD 
3 

T) 
^ CD 

St 
CD DO cn 
o 

CO 
ro 

CO 

T l "0 

CU 
3 
CL 

O 
CD 

ro 
o 

CD 
c 

(O 

m 
.o 
c 
•5' 
3 
CD 

m 

I ! 
o 5 

3 CO 
ST 
o 
3T 

m 

Si. 
(A (0 
O (0 f i 
o' c 
3 3 

St 
IS 

«< <0 

TJ 
O 

11 
o o 
<D O 

!1 
I f 

O 
<D 

-o 
o 
o 

si 
I I 
§. -

i t 
«• o 

Sz 
<D « 

m 
c 

"O 

3 
(D 
3 

cr 
CD 
O 
~o 
CD 

3 
CD 
CL 

O 
O 
ZJ 
CO 
w' 
53" 
o 

m 
3 
5T w 
o' 
3 

c 
3 
rt-
(A 

G) 
CD 
O 

CO 
Qj ' 

?* 
3. S; 
2 o c 
3 
cr 
CD 

o 
o 
CL 

T l 
CO 

CQ 
CD n 

cn w 
o 
ro 
00 

u u O 



o 

CO 

c: 
to 

< 
CD 

O 
CD 
3 

DJ 

CO 

o 
3 
to 
CD 

c 
o 
7T 
|— 
o 
CO 
CL 

CO 

en 
o 
3 
CO 

If 
i 'l 

OJ 
3 
CO 
c a 
o 
CD 

CO 

o 

c: 
co 

< 
CD 

CO 
o 
73 

m 
TJ 
-vj 

CO 
co 
3 
CL 
CD 

31 
3 ' 
CO 
3 " 
3 ' 

(Q 

CM 
00 
O 
O 
O 

o o o CD *< CD 
a o a. 
CD o CD 

3 
D CD O 
CD OJ 

< 
cr cr 
CD CD 

CO to 
ZT ZT 
o o 
c C 
Cfl (/> CD CD 

o 

CD 

00 

ro 
o 

O 

CO 
ro 
CD 
O 

53 

m 
Tl 
O) 

co o 

l i 
v> 
CD 

U l 
00 
"ro 
OJ 
- J 

T> TJ 

O 
3 
V) 

CD 
CD 

CD 
OJ 
OJ 

O 
< 
cm 
o 
3 
O »< 
n 
o 
3 
CD 

TJ T> 

OJ 
3 
CL 

CD 
O H 
M g 

CL 

O 
c 
CD 

3 
CD 
CO 

w | w S 
OO _ , OO o 

S =00 
CO ? CO o 
% 2 % ^ 
(0 (/) 

o 
CD 

ro 
o 

TJ TI Tl 
OJ ro 

m 
TJ 
CD 

2 
1 
o 
o 
a 
TJ 

CD 
(A 
0) 
CD 
CO 

?£ 
% 2 CD 
w cn 

CD 

TD 

O 
O 
CL 

O) 
co ro 
oq 
00 
OJ 
w 
w' 

o 

CD 

CO 

Fo 
O 

< 
O 
o 
co 

< < < 
O D D 
co co co 
-Li 6) cn 

D O 

3§ 
5 ' 

Z c o 

° < 
CO g 

5T 
o 
< 
CD 
3 
CD 
CD 

ro 
CO o 

CO " j > 

- o 
CD O 

s ^ 
w 3= 

o 

CD 

00 
ro 
o 

m 

I ! 
D 5' 

CO 
ST 
o 
x-

m 

I I 
o w 

f l ' 
5' c 
3 3 

2% 
T3 5. 

8ff 
*Q_ 

TJ 
O 

! ! 
o o 
CD O 
W 3 

I I 

u 
o 
CD 

TJ 
O 
D 

°! 
I I 
&s 

?* 
3 "5. 

o 

S" » 

Tl 
CD 

CO 
CD 
-t* 



Georgia-Pacific Wood Products LLC 
Permit Number: PRO50283 

Page 5 

Fuel Burning Equipment Requirements - Wood Fired Boiler 
(emission unit ID# WWB) 

1 Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Emission Controls - Particulate emissions from the wood-fired boiler (ID No. WWB) shall be 
controlled by the use of a multicyclone collector followed by a scrubber. The multicyclone 
collector and scrubber shall be provided with adequate access for inspection and shall be in 
operation when the boiler is operating. 
(9 VAC 5-80-110 and Condition 10 of 09/18/13 Permit) 

2. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations - Fuel -
The approved fuel for the wood-fired boiler (ID No. WWB) is wood residuals. "Wood" is 
defined as wood feed stock, bark, resinated and unresinated sawdust, sanderdust, dry waste, 
board trimmings, and other wood residuals capable of being hogged. This definition does not 
include wood contaminated with paints, plastics, finishing material, other foreign materials 
which might emit toxic air pollutants when burned, or other chemical treatments, except the 
wood residuals may contain small quantities of equipment washdown oil, oil-contaminated spill 
cleanup material, process resins, glue solids, waxes, and edge sealers generated at the 
facility. The wood residuals may also contain small quantities of fuel oil for use during boiler 
startup. A change in fuel may require a permit to modify and operate. 
(9 VAC 5-80-110 and Condition 16 of 09/18/13 Permit) 

3. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations - Fuel -
The wood residuals burned in the wood-fired boiler (ID No. WWB) shall meet the specifications 
below: 

Minimum as-fired heat content 4485 BTU/lb as determined by ASTM 2015 or DEQ-approved 
equivalent method 
(9 VAC 5-80-110, and Condition 17 of 09/18/13 Permit) 

4. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations - Fuel 
Throughput - The wood-fired boiler (ID No. WWB) shall consume no more than 175,200 tons 
of wood residuals per year, calculated monthly as the sum of each consecutive 12-month 
period. Compliance for the consecutive 12-month period shall be demonstrated monthly by 
adding the total for the most recently completed calendar month to the individual monthly 
totals for the preceding 11 months. 
(9 VAC 5-80-110 and Condition 18 of 09/18/13 Permit) 

5. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Emission Facors - Until such time as stack testing, additional add-on controls, or other data 
approved by DEQ, establishes alternative emission factors, the emission factors listed in 
Attachment A will be used to calculate annual emissions from the wood-fired boiler (ID No. 
WWB). 
(9 VAC 5-80-110 and Condition 24 of 09/18/13 Permit) 

6. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Emission Limits - Emissions from the operation ofthe wood-fired boiler (ID No. WWB) shall 
not exceed the limits specified below: 

Total Particulate Matter / PM 30.0 Ibs/hr 131.4 tons/yr 
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Total PM-10 

Total PM-2.5 

Sulfur Dioxide 

Nitrogen Oxides 
(as N0 2 ) 

Carbon Monoxide 

Volatile Organic Compounds 
(as Propane) 

Lead 

30.0 Ibs/hr 

30.0 Ibs/hr 

7.8 Ibs/hr 

62.9 Ibs/hr 

280.7 Ibs/hr 

5.3 Ibs/hr 

0.041 Ib/hr 

131.4 tons/yr 

131.4 tons/yr 

34.1 tons/yr 

275.6 tons/yr 

1229.5 tons/yr 

23.0 tons/yr 

0.17 tons/yr 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance ofthe operating limits may be considered credible evidence of the 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Conditions 1 through 5. , 
(9 VAC 5-80-110, and Condition 25 of 09/18/13 Permit) 

7. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations - Visible 
Emission Limit - Visible emissions from the wood-fired boiler stack shall not exceed 20 
percent opacity except during one six-minute period in any one hour in which visible emissions 
shall not exceed 30 percent opacity, as determined by EPA Method 9 (reference 40 CFR 60, 
Appendix A). This condition applies at all times except during startup, shutdown and 
malfunction. 
(9 VAC 5-80-110 and Condition 28 of 09/18/13 Permit) 

8. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations - Boiler 
emissions shall be controlled by proper operation and maintenance. Boiler operators shall be 
trained in the proper operation of all such equipment. Training shall consist of a review and 
familiarization of the manufacturer's operating instructions, at minimum. 
(9 VAC 5-80-110) 

9. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Limitations -
Requirements by Reference - - Except as specified in this permit, the facility shall comply 
with all the requirements of 40 CFR 63 maximum achievable control technology standards 
(MACT), Subpart DDDDD National Emission Standards for Hazardous Air Pollutants for 
Industrial, Commercial, and Institutional Boilers and Process Heaters. 
(9 VAC 5-80-110 and 40 CFR 63 Subpart DDDDD) 

10. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring - An 
annual internal inspection shall be conducted on the multicyclone by the permittee 
to insure structural integrity. 
(9 VAC 5-80-110) 
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11 Fuel Burning Equipment Requirements-^^ 
permitteeshaii install differential pressure monitoring equipment on the m u i t i c ^ 
measure and recordabaselinedifferentialduringthestacktest (required bytheoriginalTitle 
Vpermit and conducted on Septemberll,2003),while the boiler is demonstrating 
compliance with the limit contained in Condition 6, The differential pressure shall be 
monitored and recorded onaweekly basis.If the differential pressure deviates more than 20^o 
below baseline differential pressure, the permittee shall perform an inspection of tbe 
multicyclone to determine the cause of the abnormal condition, and take steps to correct it, 
(9VAC 5-80-110) 

12. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring - The 
scrubber (PCD ID No. B2) shall be equipped with a flowmeter. The permittee shall measure 
and record a baseline flow during the stack test (required by the original Title V permit and 
conducted on September 11, 2003), while the boiler is demonstrating compliance with the limit 
contained in Condition 6. If, during subsequent operation, the flow deviates more than 20% 
below the baseline flow rate, the permittee shall perform an inspection of the scrubber to 
determine the cause of the abnormal condition, and take steps to correct it. 
(9 VAC 5-80-110) 

13 Fuel Burning Equipments 
wood-fired boiier stack shaii be observed visuaiiy at ieast once each caiendarweekto 
determine if its visible emissions, excluding condensed water vapor/steam, are normal. Each 
unit observed having apparent abnormal visible emissions shall befollowed up witha40 CFR 
AppendixAlvlethod^visible emissions evaluation unless the apparent abnormal condition is 
corrected as expeditiously as possible and recorded, and the apparent abnormal condition, its 
cause, and the corrective action measures taken are recorded When conditions prevent 
taking opacity readings using 40 CFR 60 AppendixArvlethod 9, the permittee shall note the 
cause(s), such as: inclement weather conditions, steam plume interterence, plume 
intermingling,and sun angle exceedance, and shall perform the Ivlethod^evaluation as soon 
as conditions permit. 
(9VAC 5-80-110) 

14 Fuel Burning EquiprnentRequirernents-(emission uni t IO^WWB)-Moni tor ing-The 
permittee shall use appropriate emission factors and throughput data to verify, onamonthly 
basis,that the hourly and annual(12-month) emission limits for particulate matter are not 
exceeded. 
(9VAC 6-80-110) 

15. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - The permittee shall monitor, operate, calibrate 
and maintain the scrubber controlling the wood-fired boiler according to the following: 

Monitoring, Frequency, 
Records Performance Criteria Indicator Range; Averaging 

Period 
Continuously monitor and 
record the make-up water 
flow rate. 
Records shall be collected 
by a Data Acquisition 
System (DAS) or strip 
chart. 

Scrubber flow meter shall 
be calibrated at least 
annually based on 
manufacturer 
specifications. 

Tested indicator for the 
make-up water flow rate: 
The baseline flow 
established during the 
most recent stack test. 
Excursion: If the flow 
deviates more than 20% 
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Monitoring, Frequency, 
Records Performance Criteria Indicator Range; Averaging 

Period 
below the baseline flow 
rate for the 3-hour block 
period. 

• Data points shall be 
collected every 15 
minutes, averaged over a 
3-hour block period. 

(9 VAC 5-80-110 E and 40 CFR 64.6 (c)) 

16. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - The permittee shall conduct the monitoring and 
fulfill the other obligations specified in 40 CFR 64.7 through 40 CFR 64.9. 
(9 VAC 5-80-110 E (Article 1) and 40 CFR 64.6 (c)) 

17. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - At all times, the permittee shall maintain the 
monitoring equipment, including, but not limited to, maintaining necessary parts for routine 
repairs ofthe monitoring equipment. 
(9 VAC 5-80-110 E (Article 1) and 40 CFR 64.7 (b)) 

18. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - Except for, as applicable, monitoring 
malfunctions, associated repairs, and required quality assurance or control activities 
(including, as applicable, calibration checks and required zero and span adjustments), the 
permittee shall conduct all monitoring in continuous operation (or shall collect data at all 
required intervals) at all times that the wood-fired boiler is operating. Data recorded during 
monitoring malfunctions, associated repairs, and required quality assurance or control 
activities shall not be used for purposes of compliance assurance monitoring, including data 
averages and calculations, or fulfilling a minimum data availability requirement, if applicable. 
The permittee shall use all the data collected during all other periods in assessing the 
operation of the control device and associated control system. A monitoring malfunction is any 
sudden, infrequent, not reasonably preventable failure of the monitoring to provide valid data. 
Monitoring failures that are caused in part by inadequate maintenance or improper operation 
are not malfunctions. 
(9 VAC 5-80-110 E (Article 1) and 40 CFR 64.7 (c)) 

19. Fuel Burning Equipment Requirements - (emission unit ID# WWB) - Monitoring -
Compliance Assurance Monitoring (CAM) - Upon detecting an excursion or exceedance, 
the permittee shall restore operation ofthe wood-fired boiler (including the control device and 
associated capture system) to its normal or usual manner of operation as expeditiously as 
practicable in accordance with good air pollution control practices for minimizing emissions. 
The response shall include minimizing the period of any startup, shutdown or malfunction and 
taking any necessary corrective actions to restore normal operation and prevent the likely 
recurrence of the cause of an excursion or exceedance (other than those caused by excused 
startup and shutdown conditions). Such actions may include initial inspection and evaluation, 
recording that operations returned to normal without operator action (such as through 
response by a computerized distribution control system), or any necessary follow-up actions to 
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return operation to within 
limitation or standard, as applicable, 
(9VAO5-80-H0E(Article1)and40OFR64,7(d)(t)) 

20 Fuel Burning Equipment Requirements-(emission unit 10^ WWB)-Moni tor ing-
ComplianceAssuranceMonitoring(OAM)-Oeterminationthatacceptableprocedureswere 
used in response to an excursion or exceedance will be based on information available, which 
mayincludebutisnotlimitedto, monitoring results, reviewotoperation and maintenance 
procedures and records,and inspection ofthe control device,associated capture system,and 
the process. 
(9VAO6-80-110E(Articlet)and40OFR 64.7(d)(2)) 

2t. Fuel Burning Equipment Requirements-(emission unit 10^ WWB)-Moni tor ing-
Compliance Assurance Monitoring (OAM)-lfthe permittee identifiesafailure to achieve 
compliancewith an emission limitation orstandardforwhich the approved monitoring did not 
provide an indication ofan excursion orexceedancewhile providing valid data, orthe results 
ofcomplianceorperformancetestingdocumentaneedtomodifytheexistingindicatorranges 
or designated conditions, the permittee shall promptly notify the Oirector,Piedmont Regional 
Office and,if necessary,submitaproposed modification to this permit to address the 
necessary monitoring changes.Suchamodification may include,but is not limited to, 
reestablishing indicatorrangesordesignatedconditions,modifyingthefrequency of 
conducting monitoring and collecting data, orthe monitoring ot additional parameters 
(0VAO6-80^10E(Article1)and40OFR 64.7(e)) 

22 Fuel Burning Equipment Requirements-(emission unit 10^ WWB)-Monitor ing-
Compliance Assurance Monitoring (CAM)-lf the number of exceedances or excursions 
exceeds5percent duration of the operating time for the wood-fired boilerforasemiannual 
reporting period,the permittee shall develop, implement and maintainaOuality Improvement 
Plan (OIP) in accordance with 40 CFR 64.8. IfaOIP is required,the permittee shall have it 
availableforinspection.TheOIPinitiallyshallincludeproceduresforevaluatingthecontrol 
performance problems and, based on the results otthe evaluation procedures, the permittee 
shall modifythe plan to include proceduresforconducting one ormore ofthe following, as 
appropriate: 

a Improved preventative maintenance practices^ 

b Process operation changes^ 

c Appropriate improvements to control methods^ 

d Other steps appropriate to correct control performances and 

e More frequent orimproved monitoring 
(9VA0 6-80-110E(Article 1)and40OFR 64.8(a) and (b)) 

28 Fuel Burning Equipment Requirements-(emission unit 10^ WWB)-Recordl^eeping 
On Site Records^The permittee shall maintain records of all emission data and operating 
parameters necessary to demonstrate compliance with this permit The content and format of 
such records shall be arranged with the Piedmont Regional Office. These records shall 
include, but are not limited to: 
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a. Annual throughput ot wood residuals, in tons, calculated monthly as the sum ot each 
consecutive 12-month period. Compliancetorthe consecutive 12-month period shall be 
demonstrated monthly by adding the total tor the most recently completed calendar 
month to the individual monthly totals tortheprecedingllmonths. 

b. Oitterential pressure readings across the wood-tired boiler multicyclone and results ot 
multicyclone inspections 

c. Flow readings across the scrubber and scrubber maintenance records. 

d Results ot visible emissions observations, and any 
evaluations, 

e. The cause ot any abnormal and excess visible emissions, corrective measures taken to 
correct the excess visible emissions, 

t Recordset conditions which prevent Method9visible emission evaluations in the event 
ot an apparently abnormal visible emission condition 

These records shall be available tor inspection by the OEO and shall be current tor the most 
recent tive years. 
(9VAC5-60-110and Condition 30 ot09/18/13Permit) 

24 Fuel Burning Equipment Requirements-(emission unit iO^WWB)-Record^eeping-
The permittee shall maintain recordset the required training includingastatementot time, 
place and naturetraining provided. The permitteeshall have available goodwritten operating 
procedures andamaintenance schedule tor the boilers These procedures shall be based on 
the manufacturer's recommendations, at minimum. All records required by this condition shall 
be kept on site and made available tor inspection by the 060 . 
(9VAC 5-80-110) 

25 Fuel Burning EquipmentRequirements -(emission unit 10^WWB) -Compiiance 
Assurance Monitoring(CAM)Record^eeping-The permitteeshall maintain recordset 
monitoring data, monitor pertormance data, corrective actions taken, any written quality 
improvement plan (OIP) required pursuant to §64.8 and any activities undertaken to implement 
a quality improvement plan (OIP), and other supporting information required to be maintained 
under this part (such as data used to document the adequacy ot monitoring,or recordset 
monitoring maintenance or corrective actions) 
(9VAC5-80-110Eand40 CFR 64.9(b)) 

26 Fuel Burning Equipment Requirements-(emission unit IO^WWB)-Report ing^The 
permittee shall report the results ot any 40 CFR Part 60, AppendixAMethod9visible 
emissions evaluation performed in accordance with Condition 13. If the test indicates that the 
boiler is out ot compliance with the opacity standard, the source shall also report the length ot 
time associated with any exceedance ot the standard and the corrective action taken to 
correct the exceedance. This report shall be sent to the Piedmont Regional Office. 
(9VAC50-50-50and9VAC5-80-110E) 
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27 Fuel Burning Equipment 
permitteeshallsubmitreportssemi-annuallytothePiedmontRegionalCfficeofthefollowing. 

a. instances when the device used 
is more than 20% below normal range and any corrective actiontaken^ 

o. Instances when the device used to measure flow across the scrubber is more than 20% 
below the 8-hour block average flow rate and any corrective action taken^ 

c. Any month during which the calculated annual emissions from the boiler exceed the 
standard listed in Conditions 

(9VAC6-80-110B) 

28 Fuel Burning Equipment Requirements -(emission unit iO^WWB) -Compiiance 
Assurance Monitoring(CAM)Reporting-The permittee shall submit CAM reports as part 
oftheTitleVsemi-annual monitoring reports required by General Condition 88.c of this permit 
to the Piedmont Regional Office. Such reports shall include ataminimum: 

a Summary information on the number, duration and cause (including unknown cause, it 
applicable) of excursions or exceedances, as applicable, and the corrective actions 
taken^ 

b. Summary information on the number,duration and cause (including unknown cause, it 
applicable)tor monitor downtime incidents(otherthan downtime associated with zero 
and span or other daily calibration checks, if applicable)^ and 

c A description of the actions taken to implementaquality improvement plan (OIP) during 
the reporting period as specified in §64.8. Upon completion ofaOIP,the owner or 
operator shall include in the next summary report documentation that the implementation 
of the plan has been completed and reduced the likelihood of similar levels of excursions 
orexceedancesoccurring 

(9VAC6-80-1tOFand40 CFR 64.9(a)) 

Process Equipment r^equi rements-^ut^p and ^reenEnd^Orv Waste 
Transfer^vstem^peciaitv Lines ^ander^CentraiTruc^ Loading Bin^ 
Oebar^ers^ and Cnip screen 
(emission ^ n i t l O ^ O O S , 0 8 1 , 0 0 2 , OS, 0TL ,S0R,ano^0TL8 ) 

29 Process Equipment Requirements -(emission unit 10^ OBI, 0B2,CUS,CTL,S0R, and 
CTLB)-Limitations-Visibleemissions(excluding condensed water vapor/steam) from each 
of the following processes shall not exceed 20 percent opacity except during one six-minute 
period in any one hour in which visible emissions shall not exceed 60 percent opacity: the 
debarkers (10 Nos. OBI and OB2), Cut-Up and Green End (10 No. CUS),OryWasteTransfer 
System (10 No. CTL),Sander(IO No. SOR), and CentralTruck Loading Bin (10 No. CTLB) 
(9VAC 5-40-80 and9VAC5-80-1tO) 

30. Process Equipment Requirements - (emission unit ID# DB1 and DB2 ) - Limitations -
Emissions from the operation of the shall not exceed the limits specified below: 
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Particulate Matter 2.6 Ibs/hr 8.9 tons/year 

PM-10 1.2 Ibs/hr 4.1 tons/year 

PM2.5 1.2 Ibs/hr 4.1 tons/year 
(9 VAC 5-40-260 and 9 VAC 5-80-110) 

Process Equipment Requirements - (emission unit ID# CS) - Limitations - Emissions 
from the operation of the chip screen (ID No. CS) shall not exceed the limits specified as 
follows: 

Particulate Matter 0.05 gr/dscf 

PM-10 0.05 gr/dscf 

PM2.5 0.05 gr/dscf 
(9 VAC 5-40-2270 and 9 VAC 5-80-110) 

Process Equipment Requirements - (emission unit ID# CTL) - Limitations - Emissions 
from the operation of the Dry Waste Transfer System (ID No. CTL) shall not exceed the limits 
specified below: 

Particulate Matter 0.05 gr/dscf 

PM-10 0.05 gr/dscf 

PM2.5 0.05 gr/dscf 
(9 VAC 5-40-2270 and 9 VAC 5-80-110) 

Process Equipment Requirements - (emission unit ID# SDR) - Limitations - Emissions 
from the operation ofthe Sander (ID No. SDR) shall not exceed the limits specified below: 

Particulate Matter 0.05 ' gr/dscf 

PM-10 0.05 gr/dscf 

PM2.5 0.05 gr/dscf 
(9 VAC 5-40-2270 and 9 VAC 5-80-110) 

Process Equipment Requirements - (emission unit ID# CTLB) - Limitations - Emissions 
from the operation of the Central Truck Loading Bin (ID No. CTLB) shall not exceed the limits 
specified below (annual emissions are to be calculated monthly as the sum of the each 
consecutive 12-month period): 

Particulate Matter 8.6 Ibs/hr 

PM-10 8.6 Ibs/hr 

PM2.5 8.6 Ibs/hr 
(9 VAC 5-40-260 and 9 VAC 5-80-110) 
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35. Process Equipment Requirements - (emission unit ID# DB1, DB2 and CS) - Monitoring -
The following processes or units shall be observed visually at least once each calendar week 
to determine if the emissions of each unit, excluding condensed water vapor/steam, are 
normal. Each unit observed having apparent abnormal visible emissions shall be followed up 
with a 40 CFR Appendix A Method 9 visible emissions evaluation unless the apparent 
abnormal condition is corrected as expeditiously as possible and recorded, and the apparent 
abnormal condition, its cause, and the corrective action measures taken are recorded. When 
conditions prevent taking opacity readings using 40 CFR 60 Appendix A, Method 9, the 
permittee shall note the cause(s), such as: inclement weather conditions, steam plume 
interference, plume intermingling, and sun angle exceedance, and shall perform the Method 9 
evaluation as soon as conditions permit: the debarkers (ID Nos. DB1 and DB2),the chip 
screen (ID No. CS), the dry waste transfer system baghouse (PCD ID No. BH2), the sander 
baghouse (PCD ID No. BH1), and the Central Truck Loading Bin (ID No. CTLB). 
(9 VAC 5-80-110 and 9 VAC 5-50-20) 

36. Process Equipment Requirements - (emission unit ID# DB1, DB2, CS, CTL, SDR, CTLB, 
Debarkers, and Chip Screen)- Recordkeeping - The permittee shall maintain records of all 
emission data and operating parameters necessary to demonstrate compliance with this 
permit. The content and format of such records shall be arranged with the Director, Piedmont 
Regional Office. These records shall include, but are not limited to: 

a. Monthly and annual particulate emission calculations for the debarkers and chip screen. 

b. Results of visible emissions observations, any subsequent Method 9 visible emission 
evaluations, the cause of any abnormal and excess visible emissions, corrective 
measures taken to correct the excess visible emissions, and records of conditions which 
prevent Method 9 visible emission evaluations in the event of an apparently abnormal 
visible emission condition. 

c. Results of any compliance emissions testing. 

These records shall be available on site for inspection by the DEQ and shall be current for the 
most recent five (5) years. 
(9 VAC 5-80-110) 

37. Process Equipment Requirements - (emission unit ID# DB1, DB2, CS, CTL, SDR, CTLB, 
Debarkers, and Chip Screen)- Reporting - The permittee shall report the results of any 40 
CFR Part 60, Appendix A, Method 9 visible emissions evaluation performed in accordance 
with Condition 35. If the test indicates that any emissions unit is out of compliance with the 
opacity standard, the source shall also report the length of time associated with any 
exceedance of the standard and the corrective action taken to correct the exceedance. This 
report shall be sent to the Director, Piedmont Regional Office. 
(9 VAC 5-80-110E) 
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Process EquipmentRequirements-^eneerOrvers, Presses, and 
moisture sealant surface boating Line 
(emission u n i t l O ^ V O ^ V 0 3 , P ^ P 3 , S O ^OL1 ,ano^OL2) 

38 Process Equipment Requirements-(emission unit 10^ V01-V03)-L imi ta t ions-
Emission Controis-Volatile Organic Compound (VOO) and Hazardous Air Pollutant (HAP) 
emissions from the veneer dryers, heated zones (10 Nos.V01,V02, and V03) shall be 
controlled byathermal catalytic oxidizer (POO 10 No. PCO/RTO-1).The thermal catalytic 
oxidizer shall operate in one of two modes: thermal mode (high temperature)or catalytic mode 
(medium temperature).The thermal catalytic oxidizer shall achieveadestruction efficiency of 
at least 90 percent (for VOC and total HAP (measured as THO,as carbon))onamass basis 
in both control modes. The thermal catalytic oxidizer shall be provided with adequate access 
tor inspection. 
(9VAC5-80-110,9VAC 5-80-1180, 40 CER 63.2240(b), and Condition2of9/18/13Permit) 

39 Process Equipment Requirements-(emission unit 10^ VOH-V03)-Limitat ions-
Emission Controis-Particulate emissions from the veneer dryers, heated zones (10 Nos. 
V01,V02,and V03) shall be controlled byathermal catalytic oxidizer (PCO 10 No. 
PCO/PTO-1)withacontrol efficiency of at least 50 percent (for particulate matter) onamass 
basis in both thermal and catalytic control modes.The thermal catalytic oxidizer shall be 
provided with adequate access tor inspection. 
(9VAC5-80-110,9VAC 5-80-1180, and Condition3of9/18/13Permit) 

40 Process Equipment Requirements-(emission unit 10^ V01-V03)-Limitat ions-Pugit i^e 
Emissions-The permittee shall minimize fugitive emissions from the veneer dryers by 
minimizing fugitive emissions from the dryer doors (through proper maintenance procedures) 
and the green end of the dryers (through proper balancing ofthe heated zone exhausts).The 
permittee must develop and followaplan for this minimization. 
(9VAC 5-80-110, 40CER 63.2241(a), and40CPR 63.2265) 

41 Process Equipment Requirements-(emission unit 10^ V01-V03)-L imi tat ions^ 
Emission Controis-The thermal catalytic oxidizer (PCO 10 No.RCO/RTO-1)firebox 
temperature when operating in thermal control mode shall he maintained above the minimum 
3-hour block average firebox temperature determined in the most recent thermal control mode 
performance test and 40 CER 63.2262 and which maintains the minimum control efficiencies 
in Conditions 38 and 39. 
(9VAC 5-80-110, 40 CER 63.2240(b),and Condition4of9/18/13Permit) 

42 Process Equipment Requirements-(emission unit 10^ V01-V03)-L imi ta t ions-
Emission Controis-The thermal catalytic oxidizer (POO 10 No. RCO/RTO-1)firebox 
temperature when operating in catalytic mode shall be maintained above the minimum 3-hour 
blockaveragefireboxtemperaturedeterminedinthemostrecentcatalyticcontrolmode 
performance test, which maintains the minimum control efficiencies in Conditions 38 and 39. 
(9VAC 5-80-110, 40CER 63.2240(b),and Condition5of9/18/13Permit) 

43 Process EquipmentRequirements-(emission uni t iO^V01-V03)-Limi tat ions-
Maintenance E^emption-The routine control device maintenance exemption for the thermal 
catalyticoxidizercontrollingveneerdryersemissionsmustnotexceed05percentofannual 
operating uptime for each process unit controlled The compliance options and operating 
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requirements do not apply during times when control device maintenance covered under an 
approved routine control device maintenance exemption is performed. The permittee must 
minimize emissions to the greatest extent possible during these routine control device 
maintenance periods. 
(9 VAC 5-80-110 and 40 CFR 63.2251) 

44. Process Equipment Requirements - (emission unit ID# SC-1) - Limitations- Emission 
Controls - Volatile organic compound (VOC) emissions from the moisture sealant surface 
coating line (ID No. SC-1) shall be controlled by the use of waterborne coatings. The VOC 
content of the waterborne coatings shall not exceed 0.03 lb/gal (as applied). 
(9 VAC 5-80-110, 9 VAC 5-50-260, and Condition 8 of 9/18/13 Permit) 

45. Process Equipment Requirements - (emission unit ID# SC-1) - Limitations- HAP 
Emission Controls - Only non-HAP coatings shall be used in the moisture sealant surface 
coating line (ID No. SC-1). Records shall be kept showing that only non-HAP coatings are 
being used. 
(9 VAC 5-80-110, 9 VAC 5-60-95, 40 CFR 63.2241(a), and Condition 9 of 09/18/13 Permit) 

46. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Limitations - Fuel -
The approved fuels for the thermal catalytic oxidizer (PCD ID No. RCO/RTO-1) are natural gas 
and propane. A change in the fuel may require a permit to modify and operate. 
(9 VAC 5-80-110, 9 VAC 5-60-95, and Condition 15 of 9/18/13 Permit) 

47. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Limitations-
Processing - The veneer dryers (ID Nos. VD1, VD2, and VD3) shall process no more than 
375.0 million sq ft/yr (3/8" basis), calculated monthly as the sum of each consecutive 12-
month period. Compliance for the consecutive 12-month period shall be demonstrated 
monthly by adding the total for the most recently completed calendar month to the individual 
monthly totals for the preceding 11 months. 
(9 VAC 5-80-110 and Condition 12 of 09/18/13 Permit) 

48. Process Equipment Requirements - (emission unit ID# P1 - P3) - Limitations-
Processing - The presses (ID Nos. P1, P2, and P3) shall process no more than 395.0 million 
sq ft/yr (3/8" basis), calculated monthly as the sum of each consecutive 12-month period. 
Compliance for the consecutive 12-month period shall be demonstrated monthly by adding the 
total for the most recently completed calendar month to the individual monthly totals for the 
preceding 11 months. 
(9 VAC 5-80-110 and Condition 13 of 9/18/13 Permit) 

49. Process Equipment Requirements - (emission unit ID# SC-1) - Limitations -
Throughput - The throughput of coatings to the moisture sealant surface coating line (ID No. 
SC-1) shall not exceed 600,000 gallons per year, calculated monthly as the sum of each 
consecutive 12 month period. Compliance for the consecutive 12-month period shall be 
demonstrated monthly by adding the total for the most recently completed calendar month to 
the individual monthly totals for the preceding 11 months. 
(9 VAC 5-80-110 and Condition 14 of 09/18/13 Permit) 

50. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Limitations- Visible 
Emissions Limit - Visible emissions from the thermal catalytic oxidizer (Stack No. TCO-1), 
excluding condensed water vapor or steam, shall not exceed 10 percent as determined by 
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EPA Method 9 (reference 40 CFR Part 60, Appendix A). This condition applies at all times 
except during startup, shutdown, and malfunction. 
(9 VAC 5-50-80, 9 VAC 5-50-260, 9 VAC 5-80-110, and Condition 27 of 09/18/13 Permit) 

51. Process Equipment Requirements - (emission unit ID# VDC-1 -VDC-3 and P1 - P3) -
Limitations - Visible Emissions Limit - Visible emissions from the cooling zone stacks (ID 
Nos. VDC-1, VDC-2, and VDC-3) and presses (ID Nos. P1, P2, and P3), excluding condensed 
water vapor or steam, shall not exceed 20 percent as determined by EPA Method 9 (reference 
40 CFR Part 60, Appendix A). This condition applies at all times except during startup, 
shutdown, and malfunction. 
(9 VAC 5-50-80, 9 VAC 5-50-260, and Condition 26 of 09/18/13 Permit) 

52. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Limitations -
Emission Limits - Emissions from the operation of the veneer dryers (exhausted through the 
thermal catalytic oxidizer stack) shall not exceed the limits specified below: 

Total Particulate Matter (PM) 
(including filterable and condensable) 

107 Ibs/hr 38.5 tons/yr 

Total PM-10 
(including filterable and condensable) 

107 Ibs/hr 38.5 tons/yr 

Total PM2.5 
(including filterable and condensable) 

107 Ibs/hr 38.5 tons/yr 

Nitrogen Oxides(asN02) 2 5 Ibs/hr 11.1 tons/yr 

Carbon Monoxide 189 Ibs/hr 80.9 tons/yr 

Volatile Organic Compounds 4 5 Ibs/hr 16.3 tons/yr 
(VOC, measured as Carbon) 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance of the operating limits may be considered credible evidence of the 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Conditions 38, 39, 41, 42, 46, 47, 50, 57, 58, 59, and 72. 
(9 VAC 5-80-110, 9 VAC 5-50-260, 9 VAC 5-50-180, and Condition 19 of 09/18/13 Permit) 

53. Process Equipment Requirements - (emission unit ID# VDC-1-VDC-3) - Limitations -
Emission Limits - Emissions from the operation of the veneer dryers cooling sections (ID Nos. 
VDC-1 - VDC-3) shall not exceed the limits specified below: 

Total Particulate Matter 6.4 Ibs/hr 23.0 tons/yr 
(including filterable and condensable) 

Total PM-10 6.4 Ibs/hr 23.0 tons/yr 
(including filterable and condensable) 

Total PM2.5 6.4 Ibs/hr 23.0 tons/yr 
(including filterable and condensable) 
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Carbon Monoxide 2.2 Ibs/hr 8.1 tons/yr 

Volatile Organic Compounds 2.6 Ibs/hr 9.4 tons/yr 
(VOC, measured as Carbon) 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance of the operating limits may be considered credible evidence of the 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Condition 47. 
(9 VAC 5-80-110, 9 VAC 5-50-260, 9 VAC 5-50-180, and Condition 20 of 09/18/13 Permit) 

54. Process Equipment Requirements - (emission unit ID# P1 - P3) - Limitations- Emission 
Limits - Emissions from the operation of the presses (ID Nos. P1 - P3) shall not exceed the 
limits specified below: 

Filterable PM 1.5 Ibs/hr 4.8 tons/yr 

Total PM 7.7 Ibs/hr 24.5 tons/yr 

Filterable PM10 1.5 Ibs/hr 4.8 tons/yr 

Total PM10 7.7 Ibs/hr 24.5 tons/yr 

Filterable PM2.5 1.5 Ibs/hr 4.8 tons/yr 

Total PM2.5 7.7 Ibs/hr 24.5 tons/yr 

Volatile Organic Compounds 9.3 Ibs/hr 29.6 tons/yr 
(VOC, measured as Carbon) 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance of the operating limits may be considered credible evidence of the 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Conditions 48 and 51. 
(9 VAC 5-80-110, 9 VAC 5-50-260, 9 VAC 5-50-180, and Condition 21 of 09/18/13 Permit) 

55. Process Equipment Requirements - (emission unit ID# SC-1) - Limitations- Emission 
Limits - Emissions from the operation ofthe moisture sealant surface coating line (ID No. SC-
1) shall not exceed the limits specified below: 

Volatile Organic Compounds 5.4 Ibs/hr 9.0 tons/yr 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance of the operating limits may be considered credible evidence ofthe 
exceedance of emission limits. Compliance with these emission limits may be determined as 
stated in Conditions 44, 45, and 49. 
(9 VAC 5-80-110, 9 VAC 5-50-260, 9 VAC 5-50-180, and Condition 22 of 09/18/13 Permit) 
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56 Process Equipment Requirements-(emission unit iO^GL Iand GL2)-Limitat ions-
Emission Limits-Emissions from the operation of the glue lines (10 Nos.GL1andGL2) shall 
not exceed the limits specified as follows: 

Volatile Organic Compounds 0 2 Ibs/hr 0 7 tons/yr 
(measured as Carbon): 

These emissions are derived from the estimated overall emission contribution from operating 
limits. Exceedance ot the operating limits may he considered credible evidence ot the 
exceedance ot emission limits Compliance with the annual emission limit may be determined 
as stated in Condition 46 and compliance with the hourly emission limit may be determined 
based on the maximum hourly rated capacity ot the glue lines as stated in the Emission Units 
Section 
(9VAC5-60-ttO,9VAC 5-50-260, and Condition23of09/16/t3Permit) 

57 Process Equipment Requirements-(emission unit iO^V01-V03,P1-P3, and SC-1) -
Limitations-Requirements by Reference-The veneer dryers (10 Nos.VOt,V02,and 
V03), presses (10 Nos. P I , P2, and P3), and moisture sealant surface coating line (10 No. SC-
1)shall be operated in accordance with 40 CER 63 SubpartsAand 0000 . 
(9VAC 5-60-110, 40 CER 63 SubpartsAand 0 0 0 0 , and Condition 29 of09/16/13Permit) 

56 Process Equipment Requirements-(emission unit iO^ V 0 1 - V 0 3 ) - M o n i t o r i n g -
Monitoring Oevices-The thermal catalytic oxidizer shall be equipped with devices to 
continuously measure the firebox temperature The devices shall be installed, calibrated, 
maintained and operated in accordance with approved procedures which shall include, asa 
minimum, the manufacturer's written requirements or recommendations. The devices must 
meet the requirements in 40 CER63.2269(b)(1)through (6).Each monitoring device shall be 
provided with adequate access for inspection and shall be in operation when the veneer dryers 
are operating. 
(9VAC5-60-110,9VAC 5-50-20 C,9VAC 5-50-260, 40CER 63.2269(b), and Condition6of 
09/16/13Permit) 

59 Process Equipment Requirements-(emission unit iO^ V01 -V03 ) -Mon i t o r i ng -
Periodic VEE-The exhaust from the thermal catalytic oxidizer shall be observedvisually at 
least once each calendar week to determine if its emissions, excluding condensed water 
vapor/steam, are normal Each unit observed having apparent abnormal visible emissions 
shall be followed up witha40CERAppendixAMethod9visible emissions evaluation unless 
the apparent abnormal condition is corrected as expeditiously as possible and recorded, and 
the apparent abnormal condition, its cause, and the corrective action measures taken are 
recorded. When conditions preventtaking opacity readingsusing40CER60AppendixA 
Method 9, the permittee shall note the cause(s), such as: inclement weather conditions, steam 
plume interference, plume intermingling, and sun angle exceedance, and shall perform the 
Method9evaluation as soon as conditions permit. 
(9VAC5-60-110,9VAC 5-40-20, and9VAC 5-50-20) 

60 Process EquipmentRequirements-(emissionuni t iO^P1-P3)-Monitor ing-Per iodic 
VEE-The plywood presses (10 Nos.PI,P2,and P3)shallbe observed visually at least once 
each calendarweek to determine if its emissions,excluding condensed water vapor/steam, 
are normal. Each unit observed having apparent abnormal visible emissions shall be followed 
up witha40CERAppendixAMethod9visible emissions evaluation unless the apparent 
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abnormal condition is 
abnormal condition, its cause, and tbe corrective action measures taken are recorded. When 
conditions prevent takingopacity readings using 40 OPR 60 AppendixAMethod9,the 
permittee shall note the cause(s), such as: inclement weather conditions, steam plume 
interference, plume intermingling,and sun angle exceedance, and shall perform the Methods 
evaluation as soon as conditions permit, 
(9VAO5-60^t0,9VAO 5-40-20, and^VAO 6-50-20) 

6t. Process Equipment Requirements-Remission unit 10^ V 0 1 - V 0 3 ) - M o n i t o r m 
Oompiiance Assurance Monitoring (OAM)-The permittee shall monitor,operate, calibrate 
and maintain the thermal catalytic oxidizer controlling the veneer dryers according to the 
following: 

Monitoring,Frequency, 
Records 

Rertormance Criteria Indicator Range; Averaging Period 

^ continuously monitor 
tbetirebox 
temperature when in 
eacbmode(catalytic 
and thermal) 

^ Records shall be 
collected byaOata 
Acquisition System 
(OAS) 

^ Multiple temperature 
probes sball be 
utilized to ensure 
accurate readings 

^ Temperature probes 
sball be replaced as 
necessary. 

D Thermal mode and catalytic mode^The 
minimum firebox temperature for each 
shall be based onthe3-hourblockaverage 
combustion chamber temperature at which 
the unit was operating during the most recent 
compliance test 

D Excursion:A3-hour block average value 
below the minimum firebox temperature. 

D Oata points shall be collected every15 
minutes, averaged overa^hour block 
period. 

(9VAC 5-60-110) 

62 Process EquipmentRequirements-(emission unit 10^V01-V03;P1-P3; SC-1)-
Compliance Assurance Monitoring (CAM)-The permittee shall conduct the monitoring and 
fulfill the other obligations specified in 40 CER64.7through 40 CER 64.9. 
(9VAC5-60-110Eand40CER 64.6(c)) 

63 Process Equipment Requirements-(emission unit 10^ V01-V03;P1-P3;SC-1)-
Compliance Assurance Monitoring (CAM)-At all times, the permittee shall maintain the 
monitoring equipment, including, but not limited to, maintaining necessary parts for routine 
repairs ofthe monitoring equipment. 
(9VAC5-60-110Eand40CER 64.7(b)) 

64 Process Equipment Requirements-(emission unit 10^ V01-V03;P1-P3;SC-1)-
Compliance Assurance Monitoring (CAM)-Except for,as applicable, monitoring 
malfunctions, associated repairs, and required quality assurance or control activities 
(including, as applicable, calibration checks and required zero and span adjustments), the 
permittee shall conduct all monitoring in continuous operation (or shall collect data at all 
required intervals)at all times that the veneer dryers are operating Oata recorded during 
monitoring malfunctions, associated repairs, and required quality assurance or control 
activities shall not be used for purposes of compliance assurance monitoring, including data 
averages and calculations, ortulfillingaminimum data availability requirement, if applicable 
The permittee shall use all the data collected during all other periods in assessing the 
operation of the control device and associated control system.Amonitoring malfunction is any 
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sudden infrequent, net reason 
Monitoring failures that are caused in part by inadequate maintenance or improper operation 
are not malfunctions. 
(9VAC6-60-110Eand40CER 64.7(c)) 

65 Process Equipment Requirements-(emission unit 10^ V 0 1 - V 0 3 ) - M o n i t o r ^ n g -
Compliance Assurance Monitoring (CAM)-Upon detecting an excursion or exceedance, 
the permittee shall restore operation ofthe veneer dryers (including the control device and 
associated capture system)to their normal or usual manner ot operation as expeditiously as 
practicable in accordance with good air poiiution control practices tor minimizing emissions, 
The response shall include minimizing the period ot any startup, shutdown or malfunction and 
taking any necessary corrective actions to restore normal operation and prevent the likely 
recurrence ofthe cause ot an excursion or exceedance(otherthan those caused by excused 
startup and shutdown conditions), Such actions may include initial inspection and evaluation, 
recording that operations returned to normal without operator action (such as through 
response byacomputerized distribution control system),or any necessary follow-up actions to 
return operation to within the indicator,designated condition,or below the applicable emission 
limitation or standard, as applicable, 
(9VAC6-60-110Eand40CER 64.7 (d)(1)) 

66 Process EquipmentRequirements-(emission unit 10^V01-V03;P1-P3; SC-1)-
Compliance Assurance Monitoring (CAM)-Oetermination that acceptable procedures were 
used in response to an excursion or exceedance will be based on information available, which 
may include but is not limited to, monitoring results, review of operation and maintenance 
procedures and records, and inspection of the control device, associated capture system, and 
the process 
(9VAC6-60-110Eand40CER 64.7(d)(2)) 

67 Process Equipment Requirements-(emission unit 10^ V01-V03;P1-P3; SC-1)-
ComplianceAssurance Monitoring (CAM)-lf the permittee identifiesafailureto achieve 
compliance with an emission limitation or standard forwhich the approved monitoring did not 
provide an indication ot an excursion or exceedance while providing valid data, or the results 
ot compliance orperformance testing documentaneedtomodifythe existing indicatorranges 
or designatedconditions, the permitteeshall promptly notifytheOirector,Piedmont Regional 
Office and,if necessary, submitaproposed modification to this permit to address the 
necessary monitoring changes,Suchamodification may include,but is not limited to, 
reestablishing indicatorrangesordesignated conditions, modifyingthe frequency of 
conducting monitoring and collecting data, orthe monitoring of additional parameters 
(9VAC5-60-110Eand40CER 64.7(e)) 

66 Process Equipment Requirements-(emission unit 10^ V01-V03) -Complianoe 
Assurance Monitoring (CAM)-If the number of exceedances or excursions exceeds^ 
percent duration of the operating time for the veneer dryers forasemiannual reporting period, 
the permittee shall develop, implement and maintainaOuality Improvement Plan(OIP) in 
accordance with 40 CER 64.6. I faOIP is required,the permittee shall have it available for 
inspection. The OIP initially shall include procedures for evaluating the control performance 
problems and,based on the results ofthe evaluation procedures,the permittee shall modify 
the plan to include procedures for conducting one or more of the following, as appropriate: 

a Improved preventative maintenance practices^ 
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b. Process operation changes; 

c. Appropriate improvements to control methods; 

d. Other steps appropriate to correct control performance; and 

e. More frequent or improved monitoring. 
(9 VAC 5-80-110 E and 40 CFR 64.8(a) and (b)) 

Process Equipment Requirements - (emission unit ID# VD1-VD3; P1-P3; and SC-1) -
Recordkeeping - The permittee shall maintain records of all emission data and operating 
parameters necessary to demonstrate compliance with this permit. The content and format of 
such records shall be arranged with the Director, Piedmont Region Regional Office. These 
records shall include, but are not limited to: 

a. Annual throughput of veneer (in square feet, 3/8" basis) to the dryers (ID Nos. VD1, VD2, 
and VD3) and presses (ID Nos. P1, P2, and P3), calculated monthly as the sum of each 
consecutive 12-month period. 

b. Records of thermal catalytic oxidizer firebox temperatures in both thermal and catalytic 
control modes to demonstrate compliance with the emission limits contained in Condition 
52. 

c. Yearly catalyst activity tests and records if any necessary corrective action was taken to 
ensure that the catalyst is performing with in its design range. 

d. Monthly and annual throughput of coatings through the moisture sealant surface coating 
line (ID No. SC-1). Annual throughput shall be calculated monthly as the sum of each 
consecutive 12-month period. 

e. Material Safety Data Sheets (MSDS) or other vendor information showing VOC and HAP 
content for each coating used on the moisture sealant surface coating line (ID No. SC-1). 

f. Copies of each notification and report submitted to comply with MACT, Subpart DDDD. 

g. Records in §63.6(e)(3)(iii) through (v) related to startup, shutdown, and malfunction. 

h. Documentation that the facility is following their plan for minimizing fugitive emissions. 

i. Records of current equipment throughput capacity and emission factors for the plywood 
presses, to demonstrate compliance with Condition 54. 

j . Results of visible emissions observations, any subsequent Method 9 visible emission 
evaluations, the cause of any abnormal and excess visible emissions, corrective 
measures taken to correct the excess visible emissions, and records of conditions which 
prevent Method 9 visible emission evaluations in the event of an apparently abnormal 
visible emission condition. 
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These records shall be available on site for inspection by the OEQ and shall be current forthe 
most recent five years. 
(9VAO5-50-60,9VAO5-60-1t0,^ 

70 Process Equipment Requirements-Remission unit iO^V01-V03;P1-P3; and 
Recordkeeping-The permittee shall maintainawritten startup,shutdown,and malfunction 
(SSM) plan as stated in §63.6(e)that describes,in detail,procedures for operating and 
maintaining the affected sources shown below during periods of startup, shutdown, and 
malfunction,andaprogramot corrective action tor malfunctioning process and air poiiution 
control and monitoring equipment used to comply with the relevant standards limited by this 
permit: 

Emission Unit ID Equipment 
VD1-VD3 Veneer Dryers 
P1-P3 Presses 
SC-1 Moisture sealant surface coating line 

(9 VAC 5-80-110, 40 CFR 63.6(e), and 40 CFR 63.2250(c)) 

71. Process Equipment Requirements - (emission unit ID# VD1-VD3; P1-P3; and SC-1) -
Compliance Assurance Monitoring (CAM) Recordkeeping -The permittee shall maintain 
records of monitoring data, monitor performance data, corrective actions taken, any written 
quality improvement plan (QIP) required pursuant to §64.8 and any activities undertaken to 
implement a quality improvement plan (QIP), and other supporting information required to be 
maintained under this part (such as data used to document the adequacy of monitoring, or 
records of monitoring maintenance or corrective actions). 
(9 VAC 5-80-110 E and 40 CFR 64.9(b)) 

72. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Testing - Catalytic 
Periodic Testing - Periodic activity tests shall be conducted on the thermal catalytic oxidizer 
catalyst to determine the ongoing activity level in terms of percent reduction of VOC. The 
periodic activity test requirement shall remain in effect so long as the oxidizer is operated as a 
catalytic unit. Unless otherwise approved in writing by the DEQ, the interval for these periodic 
activity tests shall not exceed 12 months of thermal catalytic oxidizer operation, calculated 
from the month following the most recent valid periodic activity test. 
(9 VAC 5-80-110, 40 CFR 63.2240(b), and Condition 7 of 09/18/13 Permit) 

73. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Reporting - The 
permittee shall submit semi-annual compliance reports to the Piedmont Regional Office within 
30 days after the end of each calendar 6 month period as specified in 40 CFR 63.2281. 
(9 VAC 5-80-110 F and 40 CFR 63.2281) 

74. Process Equipment Requirements - (emission unit ID# VD1-VD3) - Reporting - The 
permittee shall report the results of any 40 CFR Part 60, Appendix A Method 9 visible 
emissions evaluation performed in accordance with Conditions 59 and 60. If the test indicates 
that any emissions unit is out of compliance with the opacity standard, the source shall also 
report the length of time associated with any exceedance of the standard and the corrective 
action taken to correct the exceedance. This report shall be sent to the Director, Piedmont 
Regional Office. 
(9 VAC 5-80-110 E) 
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75 Process Equipment Requirements -(emission unit 10^ V01-V03)-Compliance 
Assurance Monitoring (CAM) Reporting-The permittee shall submit CAM reports as part 
of theTitleVsemi-annual monitoring reports required by General Condition 66.cot this permit 
to the Oirector,Piedmont Regional Office; Such reports shall include ataminimum; 

a. Summary information on the number,duration and cause (including unknown cause,if 
applicable)otexcursionsorexceedances, as applicable,and the corrective actions 
taken; 

b, Summary information on the number,duration and cause (including unknown cause,it 
applicable)for monitor downtime incidents(otherthan downtime associated with zero 
and span or other daily calibration checks, if applicable); and 

c A description of the actions taken to implementaquality improvement plan (OIP) during 
the reporting period as specified in §64.6, Upon completion ofaOIP,the owner or 
operator shall include in the next summary report documentation that the implementation 
of the plan has been completed and reduced the likelihood of similar levels ot excursions 
or exceedances occurring, 

(9VAC5-60-110Fand40 CFR 64.9(a)) 

Faoiiitv Wide Conditions 

76, Facility Wide Conditions-Limitations In orderto minimize the duration and frequency of 
excess emissions, including visible emissions, due to malfunctions of process equipment or air 
pollution control equipment, the permittee shall; 

a Oevelopamaintenance schedule and maintain records of all scheduled and non-
scheduledmaintenance.These records shall be maintained on site foraperiodof five (5) 
years and shall be made available to the OEO upon request. 

b Maintain an inventory ot spare parts that are needed to minimize duration of air pollution 
control equipment breakdowns 

(9VAC5-50-20and9VAC 5-60-110) 

77 FacilityWideConditions-Limitations-Thepermittee shall have availablewritten operating 
procedures forthe related air pollution control equipment Operators shall be trained in the 
properoperationot all such equipment andshall be tamiliarwiththewritten operating 
procedures. These procedures shall be based on the manufacturer's recommendations, at 
minimum. Thepermitteeshall maintain recordsoftraining provided, including namesot 
trainees, date ot training, and nature of training 
(9VAC 5-50-20 and9VAC 5-60-110) 

76, Facility Wide Condit ions-Limitations-Except where othen^vise specified in this permit, the 
permittee shall not cause or permit to be discharged into the atmosphere from any affected 
facility any visible emissions which exhibit greater than 20% opacity,except for one six-minute 
period in any one hour of not more than 60% opacity as determined by EPAMethod9 
(reference 40 CFR 60, Appendix A),Failure to meet the requirements ofthis section because 
of the presence of water vapor shall not beaviolation of this section, 
(9VAC 5-50-60 and9VAC 5-60-110) 
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79 FacilityWideConditions-Limitations-Start-up, Shutdown,and Malfunction-At all times, 
including periods of startup, shutdown and malfunction, owners shall, to the extent practicable, 
maintain and operate any affected facility including associated air pollution control equipment 
inamanner consistent with air port ion control practices for minimizing emissions 
Determination of whether acceptahie operating and maintenance procedures are being used 
will be based on information available to the Board, which may include, but is not limited to, 
monitoring results, opacity observations, review ot operating and maintenance procedures, 
and inspection of the source 
(9VAC 5-50-20 and9VAC 5-80-110) 

80 FacilityWideConditions-Recordkeeping-Thepermitteeshall maintain recordset all 
emission data and operating parameters necessary to demonstrated compliance with this 
permit The content of and format of such records shall be arranged with the Director, 
Piedmont Region These records shall include, but are not limited to: 

a, Scheduled and unscheduled maintenance and operator training records for air pollution 
control equipment, 

b Opacity records 

c, Emissions data, including emission factors and throughput data 

d, Performance test records and results 

These records shall be available on site for inspection by the DEO and shall be currentforthe 
most recent five (5) years, 
(9VAC 5-50-50 and9VAC 5-80-110) 

8T Facility Wide Condit ions-Report ing-The results of any stack tests required by Condition 
88 shall be submitted to the Piedmont Region within 45 days from the date the tests are 
conducted, 
(9VAC 5-80-110) 

82 Facility Wide Conditions-Testing-The permitted facility shall be constructed so as to allow 
for emissions testing at any time using appropriate methods Upon request from the 
Department, test ports shall be provided at the appropriate locations, 
(9VAC5-40-80,9VAC 5-50-80, and9VAC5-80-110andCondition11otthe 09/18/18 
Permit) 

88 Facility Wide Conditions-Testing-Ittesting is conducted in addition to the monitoring 
specified in this permit, the permittee shall use the appropriate method(s)in accordance with 
procedures approved by the DEO, 
(9VAC 5-80-110) 

insignificant Emission Llnits 

84, Insignificant EmissionUnits-The following emission units at the facility are identified in the 
application as insignificant emission units under9VAC 5-80-720: 
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Emission 
Unit No. 

Emission Unit 
Description 

Citation 
Pollutant(s) 

Emitted 
(9 VAC 5-80-720B) 

Rated Capacity 
(9 VAC 5-80-720C) 

CS-C2 Chip Screen 
Relay Cyclones 

9 VAC 5-80-720 B PM/PM-10 

CV-1 
through 
CV-10 

Conveyors 9 VAC 5-80-720 B PM/PM-10 

VD2, VD3 
(C4) 

Vacuum 
Exhaust 
Cyclone 

9 VAC 5-80-720 B PM/PM-10 

T#'s Tanks 9 VAC 5-80-720 B VOC varies 

FH Fuel House 
Bark Unloading 

9 VAC 5-80-720 B PM/PM-10 

CTB Chip Truck Bin 9 VAC 5-80-720 B PM/PM-10 -

UPRD Unpaved Roads 9 VAC 5-80-720 B PM/PM-10 -

PM Plywood Mill 9 VAC 5-80-720 B PM/PM-10 
VOC 

These emission units are presumed to be in compliance with all requirements of the federal 
Clean Air Act as may apply. Based on this presumption, no monitoring, recordkeeping, or 
reporting shall be required for these emission units in accordance with 9 VAC 5-80-110. 

Permit Shield & Inapplicable Requirements 

85. Permit Shield & Inapplicable Requirements - Compliance with the provisions of this permit 
shall be deemed compliance with all applicable requirements in effect as of the permit 
issuance date as identified in this permit. This permit shield covers only those applicable 
requirements covered by terms and conditions in this permit and the following requirements 

Citation Title of Citation Description of Applicability 
40 CFR 60, Subpart Db Standards of Performance 

for Industrial-Commercial-
Institutional Steam 
Generating Units 

This Subpart does not apply to the 
wood fired boiler (WWB) since the 
construction of this unit commenced 
before June 19, 1984, and has not 
been "modified" according to the 
NSPS definition. 

Nothing in this permit shield shall alter the provisions of §303 of the federal Clean Air Act, 
including the authority ofthe administrator under that section, the liability ofthe owner for any 
violation of applicable requirements prior to or at the time of permit issuance, or the ability to 
obtain information by (i) the administrator pursuant to §114 of the federal Clean Air Act, (ii) the 
Board pursuant to §10.1-1314 or §10.1-1315 of the Virginia Air Pollution Control Law or (hi) the 
Department pursuant to §10.1-1307.3 ofthe Virginia Air Pollution Control Law. 
(9 VAC 5-80-140) 
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^ e n e r a ^ o n d ^ o n s 

66 General Condltlons-PederalEntorceablllty-AII terms and conditions In this permit are 
enforceable by the administrator and citizens under the federal Clean Air Act, except those 
that have been designated as only state-enforceable. 
(9VAC6-60-ttON) 

67 General Conditions-Permit Explratlon-Thls permit hasatlxed term of five yearsThe 
expiration date shall be the date five years from the date of Issuance. Unless the owner 
submltsatlmely and complete application for renewal to the Department consistent with the 
requirements of^VAC 5-60-60, the right ofthetacllltyto operate shall be terminated upon 
permit expiration 

a The owner shall submit an application tor renewal at least six months but no earlier than 
eighteen months prior to the date ot permit expiration 

b It an applicant submltsatlmely and complete application tor an Initial permit or renewal 
under this section,the failure of the source to haveapermlt or the operation of the 
source wlthoutapermlt shall not beavlolatlonot Articled,Part II of9VAC5Chapter 60, 
until the Board takes final action on the application under^VAC 5-60-150, 

c No source shall operate afterthe time that It Is required to submltatlmely and complete 
application under subsectlonsCandDof^VAC 5-60-60 forarenewal permit, except In 
compliance wlthapermlt Issued under Articled,Part II of9VAC5Chapter 60. 

d If an applicant submltsatlmely and complete application under sectlon^VAC 5-60-60 
forapermlt renewal but the Board falls to Issue or deny the renewal permit before the 
end of the term of the previous permit, (1) the previous permit shall not expire until the 
renewal permit has been Issued or denied and (11) all the terms and conditions of the 
previous permit, Including any permit shield granted pursuant toOVAC 5-60-140, shall 
remain In effect from the date the application Is determined to be complete until the 
renewal permit Is Issued or denied 

e. The protection under subsectlonsP1andP5(ll) of sectlon9VAC 5-60-60 Pshall cease 
to apply If, subsequent to the completeness determination made pursuant sectlon^VAC 
5-60-60 D, the applicant falls to submit by the deadline specified In writing by the Board 
any additional Information Identified as being needed to process the application 

(9VAC 5-60-60 B,C,andP,9VAC5-60-110Dand9VAC5-60-170B) 

66 General Conditions-Recordkeeping and Reporting 
a All recordset monitoring Information maintained to demonstrate compliance with the 

terms and conditions otthls permit shall contain, where applicable, the following: 

I The date, place as defined In the permit, and time of sampling or measurements; 

II, The date(s)analyses were performed; 

III The company or entity that performed the analyses; 

iv. The analytical techniques or methods used; 
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v. The results of such analyses; and 

vi. The operating conditions existing at the time of sampling or measurement. 

b. Records of all monitoring data and support information shall be retained for at least five 
years from the date of the monitoring sample, measurement, report, or application. 
Support information includes all calibration and maintenance records and all original strip-
chart recordings for continuous monitoring instrumentation, and copies of all reports 
required by the permit. 

c. The permittee shall submit the results of monitoring contained in any applicable 
requirement to DEQ no later than March 1 and September 1 of each calendar year. This 
report must be signed by a responsible official, consistent with 9 VAC 5-80-80 G, and 
shall include: 

i. The time period included in the report. The time periods to be addressed are 
January 1 to June 30 and July 1 to December 31; and 

ii. All deviations from permit requirements. For purpose of this permit, deviations 
include, but are not limited to: 

(a) Exceedance of emissions limitations or operational restrictions; 

(b) Excursions from control device operating parameter requirements, as 
documented by continuous emission monitoring, periodic monitoring, or 
Compliance Assurance Monitoring (CAM) which indicates an exceedance of 
emission limitations or operational restrictions; or, 

(c) Failure to meet monitoring, recordkeeping, or reporting requirements contained 
in this permit. 

iii. If there were no deviations from permit conditions during the time period, the 
permittee shall include a statement in the report that "no deviations from permit 
requirements occurred during this semi-annual reporting period." 

(9 VAC 5-80-110 F) 

General Conditions - Annual Compliance Certification - Exclusive of any reporting required 
to assure compliance with the terms and conditions of this permit or as part of a schedule of 
compliance contained in this permit, the permittee shall submit to EPA and DEQ no later than 
March 1 each calendar year a certification of compliance with all terms and conditions of this 
permit including emission limitation standards or work practices for the period ending 
December 31. The compliance certification shall comply with such additional requirements that 
may be specified pursuant to §114(a)(3) and §504(b) of the federal Clean Air Act. The 
permittee shall maintain a copy of the certification for five (5) years after submittal of the 
certification. This certification shall be signed by a responsible official, consistent with 9 VAC 
5-80-80 G, and shall include: 

a. The time period included in the certification. The time period to be addressed is January 
1 to December 31; 
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b. The identification of each term or condition of the permit that is the basis of the 
certification; 

The compliance status; 

Whether compliance was continuous or intermittent, and if not continuous, documentation 
of each incident of non-compliance; 

Consistent with subsection 9 VAC 5-80-110 E, the method or methods used for 
determining the compliance status of the source at the time of certification and over the 
reporting period; 

Such other facts as the permit may require to determine the compliance status ofthe 
source; and 

One copy of the annual compliance certification shall be submitted to EPA in electronic 
format only. The certification document should be sent to the following electronic mailing 
address: 

R3_APD_Permits@epa.gov 

(9 VAC 5-80-110 K.5) 

90. General Conditions - Permit Deviation Reporting - The permittee shall notify the Director, 
Piedmont Regional Office within four daytime business hours after discovery of any deviations 
from permit requirements which may cause excess emissions for more than one hour, 
including those attributable to upset conditions as may be defined in this permit. In addition, 
within 14 days ofthe discovery, the permittee shall provide a written statement explaining the 
problem, any corrective actions or preventative measures taken, and the estimated duration of 
the permit deviation. The occurrence should also be reported in the next semi-annual 
compliance monitoring report pursuant to Conditions 31 and/or 87 of this permit. 
(9 VAC 5-80-110 F.2 and 9 VAC 5-80-250) 

91. General Conditions - Failure/Malfunction Reporting - In the event that any affected facility 
or related air pollution control equipment fails or malfunctions in such a manner that may 
cause excess emissions for more than one hour, the owner shall, as soon as practicable but 
no later than four daytime business hours after the malfunction is discovered, notify the 
Director, Piedmont Regional Office by facsimile transmission, telephone or telegraph of such 
failure or malfunction and shall within 14 days of discovery provide a written statement giving 
all pertinent facts, including the estimated duration of the breakdown. Owners subject to the 
requirements of 9 VAC 5-40-50 C and 9 VAC 5-50-50 C are not required to provide the written 
statement prescribed in this paragraph for facilities subject to the monitoring requirements of 9 
VAC 5-40-40 and 9 VAC 5-50-40. When the condition causing the failure or malfunction has 
been corrected and the equipment is again in operation, the owner shall notify the Director, 
Piedmont Regional Office. 
(9 VAC 5-20-180 C) 

92. General Conditions - Severability - The terms of this permit are severable. If any condition, 
requirement or portion of the permit is held invalid or inapplicable under any circumstance, 

c. 

d. 

e. 

f. 

9 
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such invalidity or inapplicability shall not affect or impair the remaining conditions, 
requirements, or portions of the permit. 
(9VAC5-60-110GBI) 

93. General Conditions-Duty to Comply-The permittee shall comply with all terms and 
conditions of this permit. Any permit noncompliance constitutesaviolation of the federal Clean 
Air Act orthe Virginia Air Pollution Control Law or both and Is ground tor enforcement action; 
for permit termination,revocation and reissuance, or modification; or,tor denial ofapermit 
renewal application 
(9VAC5-60-110G.2) 

94 General Conditions-Need to Halt or Reduce Activity notaDefense- l t shall not bea 
defense forapermittee in an enforcement action that it would have been necessary to halt or 
reduce the permitted activity in order to maintain compliance with the conditions of this permit. 
(9VAC5-60-110G.6) 

95 General Conditions-Permit Modification-Aphysical change in,or change in the method 
of operation ot, this stationary source may be subject to permitting under State Regulations9 
VAC 5-60-50,9VAC5-60-11u0,9VAC 5-60-1605, or9VAC 5-60-2000 and may requirea 
permit modification and/or revisions except as may be authorized in any approved alternative 
operating scenarios 
(9VAC 5-60-190 and9VAC 5-60-260) 

96 General Conditions-Property Rigbts-The permit does not convey any property rights of 
any sort, or any exclusive privilege. 
(9VAC5-60-110G.5) 

97 General Condit ions-Duty to Submit Information-The permittee shall furnish to the Board, 
withinareasonable time, any information that the Board may request in writing to determine 
whether cause exists for modifying, revoking and reissuing, ortermlnating the permit orto 
determine compliance with the permit Upon request, the permittee shall also furnish to the 
Board copies of records required to be kept by the permit and, for information claimed to be 
confidential,the permittee shall furnish such records to the Board along withaclaim of 
confidentiality 
(9VAC5-60-110G.6) 

96 General Condit ions-Duty to Submit Information-Any document (including reports) 
required inapermit condition to be submitted to the Board shall containacertiticationbya 
responsible official that meets the requirements of9VAC 5-60-60 G. 
(9VAC5-60-110r^1) 

99 General Condit ions-Duty to Pay Permit Pees-The owner of any source forwhichapermit 
under9VAC5-60-50through9VAC 5-60-600 was issued shall pay permittees consistent 
with the requirements of9VAC5-60-610through9VAC 5-60-650 in addition to an annual 
permit maintenance fee consistent with the requirements of9VAC5-60-2610through9VAC 
5-60-2650.The actual emissions covered by the permit program tees forthe preceding year 
shall be calculated bythe owner and submitted to the Department by April 15of each year. 
The calculations and final amount of emissions are subject to verification and final 
determination by the Department.The amount of the annual permit maintenance fee shall be 
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the largest applicable base permit maintenance fee amount fromTable8-11Aln9VAG 5-80-
2340, adjusted annually by the change In the Consumer Price Index, 
^VAG5-80-110H,9VAG5-30-340Gand9VAC 5-80-2340 B) 

lOOGeneralCondltlons-Pugltlve Oust Emission Standards-Durlng the operation ofa 
stationary source or any other building, structure, facility, or Installation, no owner or other 
person shall cause or permit any materials or property to be handled, transported, stored, 
used, constructed, altered, repaired, or demolished without taking reasonable precautions to 
prevent particulate matter from becoming airborne. Such reasonable precautions may Include, 
but are not limited to, the following; 

a Ose,where possible, ofwater or chemicals for control ot dust In the demolition of existing 
buildings orstructures, construction operations, tbe grading ot roads, ortbe clearing ot 
land; 

b Application otaspbalt, water, or suitable cbemlcals on dirt roads, materials stockpiles, 
and other surfaces which may create airborne dust; the paving ot roadways and the 
maintaining ofthemlnaclean condition; 

c Installation and use otboods, tans, and tabrlc tllters to enclose and vent tbe handling ot 
dusty material Adequate containment methods shall be employed during sandblasting or 
similar operations; 

d Open equipment tor conveying ortransportlng material likely to create objectionable air 
pollution when airborne shall be covered ortreated In an equally ettectlve manner at all 
times when In motion; and, 

e The prompt removal otspllledortracked dirt orother materials trom paved streets and ot 
dried sediments resulting trom soil erosion, 

(9VAG 5-50-90) 

101 General Conditions-Startup, Shutdown, and Malfunctlon-At all times, Including periods 
ot startup, shutdown, and soot blowing, and malfunction, owners shall, to the extent 
practicable, maintain and operate any affected facility Including associated air pollution control 
equipment Inamanner consistent with air pollution control practices for minimizing emissions 
Determination ot whether acceptable operating and maintenance procedures are being used 
will be based on Information available to the Board, which may Include, but Is not limited to, 
monitoring results, opacity observations, review of operating and maintenance procedures, 
and Inspection of the source, 
(9VAC 5-50-20 E) 

102. General Conditions-Alternative Operating Scenarlos-Contemporaneouslywlthmaklnga 
change between reasonably anticipated operating scenarios Identified In this permit, the 
permittee shall record Inalog at the permitted tacllltyarecordofthescenahounderwhlch It Is 
operating.The permit shield described ln9VAC 5-80-140 shall extend to all terms and 
conditions under each such operating scenarlo.The terms and conditions ot each such 
alternative scenario shall meet all applicable requirements Including the requirements ot9 
VAC5Chapter80,Artlcle1. 
(9VAC5-80-110J) 



Georgia-PacificWood Products LLC 
Permit Number PPG50266 

Page6t 

106.General Conditions-Inspection and Entry Requirements-The permittee shall allow OEQ, 
upon presentation 
the following: 

a. Enter upon the premises where the source is located or emissions-related activity is 
conducted,orwhere records must be kept underthe terms and conditions ofthe permit. 

b. Have access to and copy,at reasonable times, any records that must be kept underthe 
terms and conditions of the permit. 

c. inspect at reasonable times any facilities, equipment (including monitoring a 
pollution control equipment), practices, or operations regulated or required under the 
permit. 

d. Sample or monitor at reasonable times'substances or parameters torthe purpose ot 
assuring compliancewiththepermitorapplicable requirements. 

(9VAC 5-60-110^.2) 

104General Conditions-Reopening EorCause-The permit shall be reopened by the Board if 
additional federal requirements become applicable toamajor source witharemalning permit 
term of three years or more.Such reopening shall be completed no laterthan16months after 
promulgationoftheapplicablerequirement.Nosuch reopening isrequirediftheeftectivedate 
of the requirement is later than the date on which the permit is due to expire, unless the 
original permit or any ot Its terms and conditions has been extended pursuant to^VAC 5-60-
60E.The conditions tor reopeningapermit are as follows: 

a The permit shall be reopened ifthe Board ortheadministratordetermines that the permit 
containsamaterial mistake orthat inaccurate statements were made in establishing the 
emissions standards orothertermsorconditions ofthe permit 

b. The permit shall be reopened if the administrator orthe Board determines that the permit 
must be revised or revoked to assure compliance with the applicable requirements. 

c. The permit shall not be reopened by the Board if additional applicable state requirements 
become applicable toamajor source priorto the expiration date established under^VAC 
5-60-110O. 

(9VAC5-60-110L) 

105.General Conditions-PermitAvailabil ity-Within five days after receipt of the issued permit, 
the permittee shall maintain the permit on the premises torwhich the permit has been issued 
and shall make the permit Immediately available to OEQ upon request. 
(9VAC5-60-150E) 

106 General Conditions -Transfer of Permits 
a. No person shall transterapermit from one location to another,unless authorized under9 

VAC 5-60-160, orfrom one piece of equipment to another. 

b. General Conditions-Transfer of Permits In the case ofatransferot ownership ofa 
stationary source, the new owner shall comply with any current permit issued to the 
previous owner.The new owner shall notify the Board otthe change in ownership within 
60 days of the transfer and shall comply with the requirements ot^VAC 5-60-200. 
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c, General Conditions-Transfer of Permlts- ln the case ofaname change ofa 
stationary source, the owner shall comply with any current permit Issued underthe 
previous source name.The owner shall notify the Board otthe change In source name 
within 30 days ofthe name change and shall comply with the requirements ofOVAC 5-
80200 

(9VAC 5-30-160) 

107 General Conditions -Malfunction as an Affirmative Defense 
a A malfunction constitutes an affirmative defense to an action brought for noncompliance 

with technology-based emission limitations Ifthe requirements stated In Condition 130 
are met 

h The affirmative defense ot malfunction shall he demonstrated hy the permittee through 
properly signed, contemporaneous operating logs, or other relevant evidence that show 
thetollowlng: 

I A malfunction occurred and the permittee can Identify the cause or causes of the 
malfunction, 

II The permitted facility was at the time helng properly operated, 

III During the period otthe malfunction the permittee took all reasonable steps to 
minimize levels ot emissions that exceeded the emission standards, or other 
requirements In the permit, 

Iv Thepermltteenotltledthe Board ofthe malfunctlonwlthlnfwoworklng days 
following the time when the emission limitations were exceeded due to tbe 
malfunction This notification shall Includeadescrlptlon of the malfunction,any 
steps taken to mitigate emissions, and corrective actions taken The notification may 
be delivered either orally or In writing The notification may be delivered by 
electronic mall, facsimile transmission, telephone, or any other method that allows 
the permittee to comply with the deadline This notification fulfills the requirements 
o t 9 V A C 5 8 0 1 1 0 P 2 b t o report promptly deviations from permit requirements 
Thlsnotlflcatlondoesnotreleasethepermltteefromthemalfunctlon reporting 
requirement under9VAC5-20-130C. 

c In any enforcement proceeding,the permittee seeking to establish the occurrence ofa 
malfunction shall have the burden ot proof 

d. The provisions ofthls section are In addition to any malfunction, emergency or upset 
provision contained In any applicable requirement, 

(9VAC 5-30-250) 

103 General Condit ions-Permit Revocation orTermlnatlon for Cause-Apermlt may be 
revoked or terminated prior to Its expiration date If the owner knowingly makes material 
misstatements In the permit application or any amendments thereto or It the permittee violates, 
falls, neglects orrefuses to complywlth the terms or condltlonsofthe permit, any applicable 
requirements, or the applicable provisions ot9VAC5Chapter 30 Artlclel,The Board may 
suspend, under such conditions and for such period of time as the Board may prescribe any 
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permit for any grounds 
regulations 
(9VAG5-80-190Gand9VAG 5-80-280) 

109General Conditions-Duty to Supplement or Correct Appllcatlon-Any applicant who fails 
to submit any relevant facts or who has submitted incorrect information inapermlt application 
shall, upon becoming aware of such failure or incorrect submittal, promptly submit such 
supplementary facts or corrections. An applicant shall also provide additional information as 
necessary to address any requirements that become applicable to the source after the datea 
complete application was tiled but priorto release ofadraft permit. 
(9VAC 5-80-80 E) 

110. General Condltlons-Stratospberlc Ozone Protection-It the permittee handles or emits 
one or more Glassier II substances subject toastandard promulgated under or established 
byTitle VI (Stratospheric Ozone Protection) otthe federal Clean Air Act, the permittee shall 
comply with all applicable sections of 40 CPR Part 82,SubpartsAtoE. 
(40CERPart82,SubpartsA-E) 

111. General Conditions-Asbestos Requlrements-The permittee shall comply with the 
requirements of National Emissions Standards for Hazardous Air Pollutants (40 CER 81) 
Subparts,National Emission Standards for Asbestos as it applies to the following; Standards 
for Demolition and Renovation (40 CER 81.145), Standards for Insulating Materials (40 CPR 
81.148), and Standards tor Waste Disposal (40 CER 81.150). 
(9VAC5-80-B0and9VAC5-80-110A.1) 

112 General Conditions-Accidental Release Preventlon-lf the permittee has more,orwill 
have more thanathreshold quantity ofaregulated substance inaprocess, as determined by 
40 GER 88115, the permittee shall complywith the requirements of 40 GER Part 68 
(40GERPart88) 

118 General Condltlons-Cbanges to Permits for EmlsslonsTradlng-No permit revision shall 
be required under any federally approved economic Incentives, marketable permits, emissions 
trading and other similar programs or processes tor changes that are provided for in this 
permit 
(9VAC 5-80-1101) 

114.General Condltlons-EmlsslonsTradlng-Wherethetrading of emissions increases and 
decreases within the permitted facility is to occurwithin the context ofthis permit and to the 
extent that the regulations provide fortrading such increases and decreases withoutacase-
by-case approval of each emissions trade: 

a. All terms and conditions required under^VAC 5-80-110,except subsections,shall be 
included to determine compliance. 

b The permit shield described in^VAC 5-80-140 shall extend to all terms and conditions 
that allow such increases and decreases in emissions 

c. 

(9 

The owner shall meet all applicable requirements including the requirements of 9 VAC 5-
80-50 through 9 VAC 5-80-300. 

VAC 5-80-110 I) 
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State-Only Enforceable Requirements 

115. State-Only Enforceable Requirements - The following terms and conditions are not 
required under the federal Clean Air Act or under any of its applicable federal requirements, and are 
not subject to the requirements of 9 VAC 5-80-290 concerning review of proposed permits by EPA 
and draft permits by affected states. 

9 VAC 5-50-140 Standard for odorous emissions for new and modified sources 
9 VAC 5-40-340 Standard for odor for existing stationary sources 
9 VAC 5-40-350 Standard for toxic pollutants existing stationary sources 
9 VAC 5-40-2300 Standard for odor for woodworking operations 

9 VAC 5-40-2310 Standard for toxic pollutants for woodworking operations 
(9 VAC 5-80-110 N and 9 VAC 5-80-300) 
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Attachment A 
Emission Factors for Criteria Pollutants 

From the wood-fired boiler (WWB) 

Pollutant Emission Factor 
PM (filterable) 0.15 Ib/MMBtu 
PM (condensable) 0.0167 Ib/MMBtu 
CO 1.58 Ib/MMBtu 
NOx 0.35 Ib/MMBtu 
S02 0.043 Ib/MMBtu 
VOC (as propane) 0.029 Ib/MMBtu 
Lead 0.000216 Ib/MMBtu 


